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Abstrak
Penggunaan Internet dalam konteks kontemporari berkembang pesat terutamanya un-
tuk tujuan paparan maklumat. Ini disebabkan oleh kemunculan ‘Information-Centric
Networking’ (ICN) dalam domain yang lebih luas iaitu akademik dan industri. ‘Na-
med Data Network (NDN)’ adalah hasil daripada ICN. Di samping itu, NDN diu-
tamakan sebagai seni bina untuk trafik video yang lancar diantara permintaan dan
penerima video dalam talian. Penyelidikan ringkas ini mengenal pasti isu semasa
yang menyebabkan kesesakan di beban kerja ‘Video on Demand’ (VoD) yang ber-
punca daripada penyimpanan kerap objek kandungan dalam repositori tempatan, yang
membawa kepada masalah penampanan dan kehilangan paket data. Kajian itu ak-
an menilai teknik cache NDN untuk memilih teknik penggantian cache yang lebih
sesuai untuk menangani isu-isu kesesakan, dan menilai prestasinya. Untuk demiki-
an, kajian semasa menggunakan proses penyelidikan berdasarkan ‘Design Research
Methodology’ (DRM) dan pendekatan VoD untuk menerangkan aktiviti-aktiviti uta-
ma yang menghasilkan peningkatan dalam hasil akhir penyelidikan. Kumpulan data,
serta topologi rangkaian Internet2 dan statistik tontonan video telah dikumpulkan da-
ri platform PPTV. Sebanyak 221 pelayan disambungkan kepada rangkaian dari pusat
akses yang sama seperti dalam penggunaan sebenar PPTV. Di samping itu, NS3 meng-
analisa prestasi metrik teknik penggantian caching (LRU, LFU dan FIFO) untuk VoD
dalam ‘Named Data Network’ (NDN) dari segi nisbah hit cache, pemprosesan, dan
keputusan beban pelayan dalam hasil yang munasabah yang muncul berkhidmat seba-
gai pengganti yang berpotensi dengan pelaksanaan topologi semasa Internet2, di mana
nod diedarkan secara rawak. Berdasarkan keputusan, teknik LFU memberikan hasil
yang lebih baik untuk kesesakan di antara teknik-teknik lain yang dibentangkan. Akhir
sekali, kajian ini mendapati bahawa prestasi metric nisbah cache, kendalian, dan beban
pelayan untuk LFU menghasilkan kadar kesesakan yang paling rendah dan mencuku-
pi. Justeru, penyelidik membuat kesimpulan bahawa kecekapan teknik penggantian
yang berbeza perlu juga disiasat untuk memberikan pandangan serta idea untuk me-
laksanakan teknik-teknik ini dalam konteks tertentu. Walau bagaimanapun, keputusan
ini memenuhi pemahaman semasa untuk teknik penggantian saiz cache yang berbeza.
Setelah teknik penggantian yang berbeza diaplikasikan dan diperiksa, ciri-ciri presta-
si dan prestasi jangkaan juga didapati merangsang model cache untuk berjalan cepat
merentasi pelbagai aplikasi terbenam.
Kata-kunci: Information-Centric Networking (ICN), Named Data Network (NDN),
Video on Demand (VoD), Congestion, Caching Replacement Techniques
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Abstract
The rapid growing use of the Internet in the contemporary context is mainly for content
distribution. This is derived primarily due to the emergence of Information-Centric
Networking (ICN) in the wider domains of academia and industry. Named Data Net-
work (NDN) is one of ICN architectures. In addition, the NDN has been emphasized as
the video traffic architecture that ensures smooth communication between the request
and receiver of online video. The concise research problem of the current study is the
issue of congestion in Video on Demand (VoD) workload caused by frequent storing of
signed content object in the local repositories, which leads to buffering problems and
data packet loss. The study will assess the NDN cache techniques to select the prefer-
able cache replacement technique suitable for dealing with the congestion issues, and
evaluate its performance. To do that, the current study adopts a research process based
on the Design Research Methodology (DRM) and VoD approach in order to explain
the main activities that produced an increase in the expected findings at the end of the
activities or research. Datasets, as well as Internet2 network topology and the statistics
of video views were gathered from the PPTV platform. Actually, a total of 221 servers
is connected to the network from the same access points as in the real deployment
of PPTV. In addition, an NS3 analysis the performance metrics of caching replace-
ment technique (LRU, LFU, and FIFO) for VoD in Named Data Network (NDN) in
terms of cache hit ratio, throughput, and server load results in reasonable outcomes
that appears to serve as a potential replacement with the current implementation of
the Internet2 topology, where nodes are distributed randomly. Based on the results,
LFU technique gives the preferable result for congestion from among the presented
techniques. Finally, the research finds that the performance metrics of cache hit ratio,
throughput, and server load for the LFU that produces the lowest congestion rate which
is sufficient. Therefore, the researcher concluded that the efficiency of the different re-
placement techniques needs to be well investigated in order to provide the insights
necessary to implement these techniques in certain context. However, this result en-
riches the current understanding of replacement techniques in handling different cache
sizes. After having addressed the different replacement techniques and examined their
performances, the performance characteristics along with their expected performance
were also found to stimulate a cache model for providing a relatively fast running time
of across a broad range of embedded applications.
Keywords: Information-Centric Networking (ICN), Named Data Network (NDN),
Video on Demand (VoD), Congestion, Caching Replacement Techniques
iv
Acknowledgements
In the name of ALLAH, Most Gracious, Most Merciful:
“Work; so Allah will see your work and (so will) His Messenger and the believers;”
______________________________________(The Holy Quran - AtTawbah 9:105)
Conducting this research marks the end of an interesting and eventful journey. The
completion of this dissertation signifies the fulfillment of a long-awaited goal. It could
not have been achieved without the professional academic and personal support of the
following wonderful and talented people.
I will start by extending my deep and sincere gratitude to my supervisors Dr. Mo-
hammed K.M. Madi and Professor Dr. Suhaidi Hassan (School of Computing, Uni-
versiti Utara Malaysia) for their tireless encouragement, wisdom and experience, who
provided me with constant guidance and constructive criticism throughout all stages
of my research. I must say a huge thank you to the current and past members of In-
terNetWorks Research Lab whom I enjoyed working with; especially, Dr. Massudi
Mahmuddin, Dr. Nur Haryani Zakaria, Dr. Rohaida Romli, Dr. Ahmad Suki Che
Mohamed Arif, Dr. Adib Habbal, Dr. Mohd. Hasbullah Omar, Dr. Norliza Katuk and
others.
Finally, my heartiest gratitude goes to my family, to my father and mother lates , to
my beloved wife ( MSc. Rasha) for her understanding, support, and love, also deepest
thanks to my sons ( Jaafer and Osamah ), and my daughter ( Tabarak ) for being so
sweet and loving, to my wife’s mother and my sister who always has faith in me and
prays for my success,to my soul ( Tareq ) , to my brothers , to my wife’s brothers, and
to my friends who are willing to extend a helping hand.
v
Table of Contents
Perakuan Kerja Tesis/Disertasi . . . . . . . . . . . . . . . . . . . . . . . . . . i
Permission to Use . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ii
Abstrak . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . iii
Abstract . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . iv
Acknowledgements . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . v
Table of Contents . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . vi
List of Tables . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ix
List of Figures . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . x
List of Abbreviations . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . xii
CHAPTER ONE INTRODUCTION . . . . . . . . . . . . . . . . . . . . . 1
1.1 Background of the Study . . . . . . . . . . . . . . . . . . . . . . . . . . 1
1.2 Motivation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4
1.3 Problem Statement . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
1.4 Research Questions . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6
1.5 Research Objectives . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6
1.6 Research Scope . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7
1.7 Significance of the Research . . . . . . . . . . . . . . . . . . . . . . . . 8
1.8 Dissertation Outline . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8
CHAPTER TWO LITERATURE REVIEW . . . . . . . . . . . . . . . . . 10
2.1 Information-Centric Networking . . . . . . . . . . . . . . . . . . . . . . 10
2.2 Overview of NDN . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11
2.2.1 NDN Architecture . . . . . . . . . . . . . . . . . . . . . . . . . 12
2.2.2 Operation of NDN Architecture . . . . . . . . . . . . . . . . . . 13
2.2.3 Attributes of NDN . . . . . . . . . . . . . . . . . . . . . . . . . 15
2.2.3.1 Routing and Forwarding . . . . . . . . . . . . . . . . . 15
2.2.3.2 In-network Storage . . . . . . . . . . . . . . . . . . . 16
2.2.4 Congestion in NDN . . . . . . . . . . . . . . . . . . . . . . . . 17
2.2.5 Video on Demand . . . . . . . . . . . . . . . . . . . . . . . . . . 18
vi
2.2.6 Congestion in VoD . . . . . . . . . . . . . . . . . . . . . . . . . 20
2.2.7 Cache Replacement Technique . . . . . . . . . . . . . . . . . . 20
2.2.7.1 Least Recently Used (LRU) . . . . . . . . . . . . . . . 21
2.2.7.2 Least Frequently Used (LFU) . . . . . . . . . . . . . . 22
2.2.7.3 First-In-First-Out (FIFO) . . . . . . . . . . . . . . . . . 23
2.3 The Causes of Congestion . . . . . . . . . . . . . . . . . . . . . . . . . 25
2.4 Summary . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28
CHAPTER THREE RESEARCH METHODOLOGY . . . . . . . . . . . 29
3.1 Research Process . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 29
3.1.1 Stage 1 – Research Clarification (RC) . . . . . . . . . . . . . . . 30
3.1.2 Stage 2 – Descriptive Study (DS) . . . . . . . . . . . . . . . . . . 31
3.1.3 Stage 3 – Prescriptive Study (PS) . . . . . . . . . . . . . . . . . . 32
3.1.3.1 PPTV as a Datasets Sources . . . . . . . . . . . . . . . 32
3.1.3.2 Video on Demand Approach . . . . . . . . . . . . . . . 33
3.1.4 Stage 4 – Descriptive Study II (DS-II) . . . . . . . . . . . . . . . 33
3.2 Simulation Approach . . . . . . . . . . . . . . . . . . . . . . . . . . . . 34
3.3 Performance Metrics . . . . . . . . . . . . . . . . . . . . . . . . . . . . 38
3.3.1 Cache Hit Ratio . . . . . . . . . . . . . . . . . . . . . . . . . . . 38
3.3.2 Throughput . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 39
3.3.3 Server Load . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40
3.4 Summary . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40
CHAPTER FOUR RESULTS . . . . . . . . . . . . . . . . . . . . . . . . . 42
4.1 Introduction . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 42
4.2 Dataset and Topology . . . . . . . . . . . . . . . . . . . . . . . . . . . . 43
4.3 Simulation Results . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 46
4.4 LFU Configuration . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 46
4.5 Performance Evaluation of LFU . . . . . . . . . . . . . . . . . . . . . . 47
4.5.1 Cache Hit Ratio . . . . . . . . . . . . . . . . . . . . . . . . . . . 47
4.5.2 Analysis the Throughput Performance Metric . . . . . . . . . . . 50
4.5.3 Analysis of the Performance Metric Server Load . . . . . . . . . 55
4.6 Summary . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 57
vii
CHAPTER FIVE DISCUSSION . . . . . . . . . . . . . . . . . . . . . . . 59
5.1 Discussion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 59
5.1.1 Cache Hit Ratio . . . . . . . . . . . . . . . . . . . . . . . . . . . 60
5.1.2 Throughput . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 64
5.1.3 Server Load . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 65
5.2 Summary . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 66
CHAPTER SIX CONCLUSION AND FUTURE WORKS . . . . . . . . . 69
6.1 Summary of the Research . . . . . . . . . . . . . . . . . . . . . . . . . . 69
6.2 Research Contributions . . . . . . . . . . . . . . . . . . . . . . . . . . . 70
6.3 Research Limitation . . . . . . . . . . . . . . . . . . . . . . . . . . . . 71
6.4 Future Works . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 71
REFERENCES . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 72
viii
List of Tables
Table 2.1 Example of LRU Video Replacement Technique . . . . . . . . . . 21
Table 2.2 Example of LFU Video Replacement Technique . . . . . . . . . . . 22
Table 3.1 The Parameters of PPTV Simulation . . . . . . . . . . . . . . . . 38
ix
List of Figures
Figure 1.1 Data Flow in NDN Architecture [1] . . . . . . . . . . . . . . . . . 1
Figure 1.2 Video Content Streaming with Specified Hierarchical Data Name [2] 2
Figure 1.3 Scope of Research . . . . . . . . . . . . . . . . . . . . . . . . . . 7
Figure 2.1 Building blocks of the NDN Architecture [3] . . . . . . . . . . . . 12
Figure 2.2 Packets in the NDN architecture [4] . . . . . . . . . . . . . . . . . 13
Figure 2.3 Forward processing in NDN Node [5] . . . . . . . . . . . . . . . 14
Figure 3.1 Research Process . . . . . . . . . . . . . . . . . . . . . . . . . . 30
Figure 3.2 Research Steps . . . . . . . . . . . . . . . . . . . . . . . . . . . 31
Figure 3.3 Trace File . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 37
Figure 4.1 NDN Caching Architecture . . . . . . . . . . . . . . . . . . . . . 42
Figure 4.2 Network Topology for PPTV . . . . . . . . . . . . . . . . . . . . 45
Figure 4.3 Congestion Ratio of The PPTV . . . . . . . . . . . . . . . . . . . 46
Figure 4.4 Cache Hit Ratio for 1GB . . . . . . . . . . . . . . . . . . . . . . 48
Figure 4.5 Cache Hit Ratio for 10GB . . . . . . . . . . . . . . . . . . . . . . 48
Figure 4.6 Cache Hit Ratio for 100GB . . . . . . . . . . . . . . . . . . . . . 49
Figure 4.7 Cache Hit Ratio for 1TB . . . . . . . . . . . . . . . . . . . . . . 49
Figure 4.8 Cache Hit Ratio for Cache Replacement Techniques . . . . . . . . 50
Figure 4.9 Throughput for 1GB . . . . . . . . . . . . . . . . . . . . . . . . . 51
Figure 4.10 Throughput for 10GB . . . . . . . . . . . . . . . . . . . . . . . . 51
Figure 4.11 Throughput for 100GB . . . . . . . . . . . . . . . . . . . . . . . 52
Figure 4.12 Throughput for 1TB . . . . . . . . . . . . . . . . . . . . . . . . . 52
Figure 4.13 Throughput in the LRU Cache Replacement Technique . . . . . . 53
Figure 4.14 Throughput in The FIFO Cache Replacement Technique . . . . . . 54
Figure 4.15 Throughput in The LFU Cache Replacement Technique . . . . . . 54
Figure 4.16 Server load for 1GB . . . . . . . . . . . . . . . . . . . . . . . . . 55
Figure 4.17 Server load for 10GB . . . . . . . . . . . . . . . . . . . . . . . . 55
Figure 4.18 Server load for 100GB . . . . . . . . . . . . . . . . . . . . . . . . 56
Figure 4.19 Server load for 1TB . . . . . . . . . . . . . . . . . . . . . . . . . 56
x
Figure 4.20 Server Load of the Cache Replacement Techniques Expressed in
Percentage . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 57
xi
List of Abbreviations
ABR - Adaptive-Bit-Rate
ADSL - Asymmetric Digital Subscriber Line
CDN - Content Delivery Network
CS - Content Store
DoS - Denial-of-Service attack
FIB - Forwarding Information Base
FIFO - First-In-First-Out police
ID - IDentifier
IP - Internet Protocol
IPTV - Internet Protocol Television
ISP - Internet Service Provider
LFU - Least Frequently Used
LRU - Least Recently Used
NDN - Named Data Networking
NLR - National Lambda Rail
NS3 - Network Simulation version 3
PC - Personal Computer
PIT - Pending Interest Table
PPTV - Platform Provider Television
P2P - Peer-to-Peer
TCP - Transmission Control Protocol
UCLA - University of California, Los Angeles
URL - Uniform Resource Locator
VoD - Video-on-Demand
TCP/IP - Transmission Control Protocol/Internet Protocol
xii
CHAPTER ONE
INTRODUCTION
This chapter provides an overview of this study. It includes a brief introduction
of Named Data Networking (NDN) technique and its application such as Video-on-
Demand. Besides, the chapter contains the research problem and the research ques-
tions which are in line with the research objectives. The scope and significance of this
research is also explained in this chapter.
1.1 Background of the Study
Named Data Networking (NDN) has been identified as the communication architec-
ture used in an Internet video storage. It gives high priority to the data which in-
clude videos. The NDN architecture is basically comprised of communication units as
shown in Figure 1.1 as interest packet and data packet [1].
Figure 1.1: Data Flow in NDN Architecture [1]
The interest packet is one of the communication units in NDN sent upon the request
of consumers of data or video steaming, while the data packet is protected by a cryp-
tographic signature giving most integrity of the data video source from the cache.
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